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33 CFR Ch. I (7–1–14 Edition) § 162.85 

the responsibility and duty of the mas-
ter of a towing vessel releasing or 
mooring a vessel in this reach of the 
Mississippi River to report such action 
immediately. 

(b) Mooring on Mississippi River below 
Baton Rouge, La., including South and 
Southwest Passes. (1) When tied up indi-
vidually or in fleets, vessels shall be 
moored with sufficient lines and shore 
fastenings to insure their remaining in 
place and withstanding the action of 
winds, currents and the suction of pass-
ing vessels. 

NOTE: The Corps of Engineers also has reg-
ulations dealing with this section in 33 CFR 
Part 207. 

(Sec. 7, 38 Stat. 1053, as amended, (33 U.S.C. 
471); Sec. 6(g)(1)(A) 80 Stat 937, (49 U.S.C. 
1655(g)(1)(A); Sec. 12, 92 Stat. 1471, (33 U.S.C. 
1231); 49 CFR 1.46 (c)(1) and (n)(4)) 

[CGD 75–082, 42 FR 51759, Sept. 29, 1977, as 
amended by CGD 77–028, 46 FR 49851, Oct. 8, 
1981; CGD8 87–09, 53 FR 15555, May 2, 1988] 

§ 162.85 Yazoo Diversion Canal, Vicks-
burg, Miss., from its mouth at 
Kleinston Landing to Fisher Street; 
navigation. 

(a) Speed. Excessive speeding is pro-
hibited. A vessel shall reduce its speed 
sufficiently to prevent any damage 
when approaching another vessel in 
motion or tied up, a wharf or other 
structure, works under construction, 
plant engaged in river and harbor im-
provement, levees, floodwalls with-
standing floodwaters, buildings sub-
merged or partially submerged by high 
waters, or any other structure or im-
provement likely to be damaged by col-
lision, suction, or wave action. 

NOTE: The Corps of Engineers also has reg-
ulations dealing with this section in 33 CFR 
Part 207. 

§ 162.90 White River, Arkansas Post 
Canal, Arkansas River, and Verdi-
gris River between Mississippi 
River, Ark., and Catoosa, Okla.; use, 
administration, and navigation. 

(a) The regulations in this section 
shall apply to: 

(1) Waterways. White River between 
Mississippi River and Arkansas Post 
Canal, Ark.; Arkansas Post Canal, 
Ark.; Arkansas River between Arkan-
sas Post Canal, Ark., and Verdigris 
River, Okla.; Verdigris River between 

Arkansas River and Catoosa, Okla.; 
and reservoirs on these waterways be-
tween Mississippi River Ark., and 
Catoosa, Okla. 

(2) Bridges, wharves and other struc-
tures. All bridges, wharves, and other 
structures in or over the waterways de-
scribed in paragraph (a)(1) of this sec-
tion. 

(3) Vessels and rafts. The term ‘‘ves-
sels’’ as used in this section includes 
every description of watercraft used, or 
capable of being used, as a means of 
transportation on water, other than 
rafts. 

(b) Waterways: 
(1) Fairway. A clear channel shall at 

all times be left open to permit free 
and unobstructed navigation by all 
types of vessels and rafts that nor-
mally use the various waterways or 
sections thereof. The District Com-
mander may specify the width of the 
fairway required in the waterways 
under his charge. 

(2) Anchoring or mooring in waterway. 
(i) No vessels or rafts shall anchor or 
moor in any of the land cuts or other 
narrow parts of the waterway, except 
in an emergency. Whenever it becomes 
necessary for a vessel or raft to stop in 
any such portions of the waterway, it 
shall be securely fastened to one bank 
and as close to the bank as possible. 
This shall be done only at such a place 
and under such conditions as will not 
obstruct or prevent the passage of 
other vessels or rafts. Stoppages shall 
be only for such periods as may be nec-
essary. 

(ii) Except temporarily, as authorized 
in paragraph (b)(2)(i) of this section, no 
vessel or raft will be allowed to use any 
portion of the fairway as a mooring 
place without written permission from 
the District Commander. 

(iii) When tied up individually, all 
vessels shall be moored by bow and 
stern lines. Rafts and tows shall be se-
cured at sufficiently close intervals to 
insure their not being drawn away 
from the bank by winds, currents, or 
the suction of passing vessels. Towlines 
shall be shortened so that the different 
parts of the tow will be as close to-
gether as possible. In narrow sections, 
no vessel or raft shall be tied abreast of 
another if the combined width of ves-
sels or rafts is greater than 70 feet. 
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